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* We define Zero Tail to be excavators with a minimal rear projection or none at all

Your reliable solution 
provider

We offer customers worldwide a 

comprehensive product range of 

construction machines and equipment, 

spare parts and services. Since the 

beginnings of our company in 1848, 

the Wacker Neuson brand has stood 

for reliability and innovative strength. 

Companies from the main construction 

industry, gardening and landscaping, 

municipalities and industry, among others 

rely on the solutions of Wacker Neuson.  

Wacker Neuson – all it takes!

Our services

When you need us, we are there. We 

not only advise you during the purchase 

of a machine, but also afterwards. You 

can trust our expert and quick support. 

Get more information about our extensive 

service provision for construction machines 

and construction equipment. With our 

widespread sales and service network, we 

are always close by. 

Experience more:  

wackerneuson.com/services
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EZ17e

Shipping weight (kg) 1,681 – 1,860

Digging depth with short or long dipper stick (mm) 2,323 / 2,483

Battery output (kWh) 23.4

Fully electric and full 
performance:
the electric Zero Tail mini-excavator EZ17e.
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 I Comfort 

 � 2-point-lifting on canopy

 � LED work lights

 � Large 7-inch full color display

 � Intuitive operating concept: Joystick, display, 

Jog Dial, and keypad

 I Safety & environmental-
friendliness 

 � No exhaust emissions

 � Clearly less noise

 � 100% emission-free work protects the operator and 

the machine’s surroundings

 I Versatility

 � Up to four auxiliary control circuits ex works

 � Possible to charge via power current or 230 Volt 

connection using integrated chargers

 � Fully-charged in four hours at a high-voltage outlet

 � Hydraulic telescopic travel gear with dozer blade 

extension

 I Efficiency 

 � Powerful drive system with load-sensing hydraulic system 

(LUDV)

 � Canopy can be easily disassembled

 � Minimal energy costs due to fully-electric drive system

 � 100% Zero Tail: no rear projection

 I Performance

 � Patented battery technology: performance for a full workday

 � Flexible energy supply: possible to perform stationary work 

during loading procedure 

 � Automatic battery heating ensures complete readiness, even 

at low temperatures

 � Same hydraulic output as with a diesel model

 I Maintenance

 � Reduced maintenance and service costs

 � Maintenance-free lithium ion battery

 � Significantly lower operating costs

Emission-free and versatile.
An overview of the all the EZ17e’s features.
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Zero Tail excavator EZ17e:
Electric mini-excavator without rear projection.

Patented battery technology.

The EZ17e scores points with a long battery life thanks to a battery 

capacity of 23.4 kWh and the patented,  maintenance-free battery 

system. The modern lithium ion battery with integrated heater 

enables fast charging, even with a low ambient temperature and 

provides power for a whole workday. In doing so, application both 

in battery mode and, where required, in the stationary network 

operation is possible with the same hydraulic output as with its 

diesel-operated counterpart.

No exhaust emissions, clearly less noise.

The operator is not exposed to exhaust emissions and is 

exposed to clearly less noise. As a result, the EZ17e is particularly 

well-suited to use in sensitive areas. Work is more comfortable for 

both the operator and his environment, than with fuel-operated 

equipment.

100% practice-oriented.

Numerous features support the daily operation of the machine and 

ensure  smooth procedures: A removable canopy for fast overhead 

clearance, adjustable charging current limitation for tense fuses, and 

the continuously displayed calculation of the remaining working time 

enable the highest level of construction-site productivity.

Large 7-inch full color display.

All the important information surrounding the battery status and 

the operation are clearly presented on the 7-inch full-color display. 

Together with the modern Jog Dial operating system, the EZ17e 

sets new standards within its class.

100% Zero Tail.

Sometimes less is more, especially in tight spaces. The EZ17e 

does not have a rear projection and is ideally suited to working 

directly alongside walls and boundaries. This is possible because 

all of the components are housed within the installation space, 

from the battery through the electric motor to the chargers.

Reduced maintenance and service costs.

Thanks to the maintenance-free battery, the service-effort is 

reduced to a minimum. Likewise, typical maintenance-works of 

conventional machines, such as engine oil and filter changes are no 

longer necessary, and as a result you save on the service material 

costs. At the same time, the battery has a particularly long service 

life and it is reliable.



803  |  1110  |  803

803

Shipping weight (kg) 930 – 992

Digging depth (mm) 1,763

Engine output (kWh) 9.9

The smallest that can also be 
emission-free:  
the mini-excavator 803.
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 I Safety 

 � Shatter protection (optional) 

 � Fold-down ROPS safety bar

 � Lift arm cylinder on the top side of the boom, 

protected against damage

 I Performance

 � Auxiliary hydraulics as standard (optional 2-circuit 

auxiliary hydraulics available)

 � The highest engine performance in its class

 � Hydraulic oil tank on the outside, due to which the 

oil heats up less without an additional cooler – for full 

performance at high ambient temperatures

 I Maintenance

• Optimal maintenance access

 I Environmental-friendliness

 � Dual Power: operation with electro-hydraulic power unit

 I Efficiency & versatility

 � Easy transport with a car trailer

 � Hydraulic telescopic travel gear with dozer blade 

extension

 � Compact dimensions

 � Thermal stability at ambient temperatures up to 

45°C

Dual Power – emission-free working.

In addition to the existing diesel engine, the tracked excavator can 

be operated via an electro-hydraulic power unit - simply connect it 

and continue working with the same power. This enables flexible 

adaptation to the respective work situation and increases the range 

of applications for work in enclosed spaces and urban areas. To 

bring the power unit (HPU) to the job site, simply attach it to the 

dozer blade of the excavator.

Auxiliary hydraulics as standard.

The standard one-way auxiliary hydraulics enables, for example, 

breaker operation and therefore provides more flexibility. 

Optionally, it can be converted to two-way auxiliary hydraulics. 

Demolition and renovation works in confined spaces are therefore 

not a problem.

The highest engine performance in its class.

Power and engine performance in professional class: The proven 

3-cylinder diesel engine is an efficient, economical, and reliable 

powerhouse.

Fold-down ROPS safety bar.

The Roll-Over-Protection-Structure (ROPS) serves as protection 

for the operator. For low clearance heights or for easier 

transportation of the machine, the ROPS safety bar can be easily 

folded down.

Tracked excavator 803 Dual Power: 
Extending your options.


















































